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PVC HEATSHRINK

D-CELL; SAFT LS 33600 LITHIUM-THIONYL CHLORIDE.
2-3-2 FORMAT, HEIGHT OF 8 CELLS, RESULTING IN 14x14.4V BATTERIES.
DIODES AND FUSES ON EACH SECTION LEADING TO SINGLE OUTPUT WIRES.
DIODES ARE STMICROELECTRONICS STPS5L40RL OR EQUIVALENT.
FUSES ARE TE CONNECTIVITY RAYCHEM CIRCUIT PROTECTION LTP300 OR EQUIVALENT.

FIBERBOARD INSULATOR ON TOP, BOTTOM, AND AS NEEDED.

NYLON PULL STRAP, MUST SUPPORT WHOLE ASSEMBLY

RUBBER GROMMET

BATTERY LEAD WIRES ARE 18AWG, 300mm ±15mm LONG
BLACK AND RED WIRES.
EXIT POINT PROTECTED WITH RUBBER GROMMET.

FUSEHOLDER IS LITTELFUSE 155-109 WITH
LITTELFUSE SFE9 FAST ACTING FUSE OR EQUIVALENT.
FUSE HOLDER IS ON POSITIVE OUTPUT RED WIRE, 
~50mm FROM EXIT POINT.

MOLEX 03-06-1023 CONNECTOR WITH 
MOLEX 02-06-5103 FEMALE CRIMP TERMINAL
OR EQUIVALENT. 

NOTES:
1. DRAWING IS METRIC, DIMENSIONS ARE IN mm.
     UNLESS OTHERWISE SPECIFIED.
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REVISIONS

REV DESCRIPTION DATE REV BY APP BY

1 INITIAL RELEASE

A PRODUCTION RELEASE; NO CHANGES. DEC 14, 2015 WZ BB
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Material:  

Description:

0002542

PVC SHRINKWRAP
Finish:

Designed By:

Battery Pack, 14.4V, 2-3-2, 56 D-Cells, Lithium

ASize:

mm 1:6Scale:Dims:  
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